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Mr Steven H Gunderson 
Rocky Flats Cleanup Agreement Project Coordinator 
Colorado Department of Pubhc Health and Envuonment 
4300 Cherry Creek Dnve South 
Denver, CO 80222-1530 

DearMr. Gundemon 

Please find enclosed a map dqlaymg the area of the proposed new concrete rubble stockpile. 

The Department of Energy requests your approval for the construction of an appmxmately 
550 feet by 250 feet rubble ‘Lstockpile/storagen area located west of Budding 850, the footprint 
of the building, and the area Immediately around the bmldmng The current storage area, i e ,  the 
980 Pad, 1s almost 111 to capaaty A new loation is proposed based upon convemence, cost 
samgs, and unproved safety. The new storage area w11 be used for the soon to be& Bruldrag 
850 demohbon 

The Rocky Flats Cleanup Agreement (RFCA) Standard Op-g Protocol for Recycling 
Concrete prondes the techcal approach, mviromental consequences for stoclrpilxng, and 
backiilhg rubble The protocol also establishes the critcma for selectmg a stockpile site 
Comphance wth these criteria is delineated below 

IhiunaPe and other means of dmharge are colftrofled - 
A silt fence and shallow berm to retam any run off fkom precipitabon wdl surround 
the area 

0 SutKcient mace is avaxlable for slt  fences and berms - 
There mll be appmxmtely 10 feet on all sides surroundmg the proposed 
stockpildstorage area. Silt fences pvlU be installed mund the 8ft8 actually used to 
stockpxle that may not mclude the whole proposed stoc2cpile area initially 

R a v i e w e d f o r A d d ~  
cones COntrdRFP 0 Already unnacted bv the Rock Flats Enwmmmtal Technolom Site (Site) activihtg, 

e , wthm the develoned areas of the Site - 
The proposed stockpitelstorage area is  currently the Building 850 fmtpnnt, parlung lot, 
and mmediate area around the buildmg 

f Ltr It T Z  
and an average sloDe less than 4 Dercent - 
The stockpile/storage area has recently been surveyed and has a slope of approximately 
1 5 percent requirement (see enclosed map for elevabon and slope detml) The footpnnt 
o i  the building and the area immediately around it will be leveled pnor to use to 
stockpile concrete 
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The stocknik surface 19 isolated from contanmates - 
The stockpildstorage area is not located within a contaminated area 

The area will not be impacted by other remedial proiects or delay remediation scheduled 
by other proiects onsite - 
Remedial projects will not be impacted by onsite transportatiordstorage of rubble to 
this area 

No subsurface remediation IS scheduled dunne; the time the storage area is in use - 
No subsurfdce reinediation is required m the storage area 

The storage area should be reasonablv close to the source and dismsition area - 
It is anticipated that the concrete from the 400 and 800 Areas wll be stored m this 
locahon The locabon of the stockpildstorage area is located such that rubbIe can be 
recycled as backfill for Buildmg 881 

Questions can be directed to Steve Tower at (303) 966-2133. 

Assistant Manager 
for Envxrontnent and Stewardship 
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